
Mobil 1™ Classic Car 10W-30
Mobil Passenger Vehicle Lube , United States

Advanced Full Synthetic Motor Oil

Product Description

Mobil 1 Classic 10W-30 is a full synthetic motor oil formulated with high zinc for flathead or overhead valve engine designs. This product uses our trusted
formulation chemistry perfect for your classic, collectable, or older vehicle from years 1951 through 1996.

THIS OIL IS NOT SUITABLE FOR USE IN MOST GASOLINE POWERED AUTOMOTIVE ENGINES BUILT AFTER 1996.  THIS OIL MAY NOT
PROVIDE ADEQUATE PROTECTION FOR VEHICLES WITH CATALYTIC CONVERTERS REQUIRING API SERVICE CATEGORY OILS. NEWER API
SERVICE CATEGORIES ARE SUITABLE OR PREFERRED FOR RECENTLY PRODUCED AUTOMOTIVE ENGINES.

 

Features and Benefits

Mobil 1 Classic is a refreshed take on formulation technology best suited for older engines:

• Helps prevent harmful sludge and deposits

• Protection for pre-modern engines with added zinc at 1300 ppm

• Designed to reduce engine wear and oil breakdown

 

Applications

• Mobil 1 Classic is for engines with flathead or overhead valve designs

• Mobil 1 Classic is specifically not for overhead cam (modern) engine designs

• It is recommended to change your oil at least annually regardless of miles driven

 

Properties and Specifications

Grade SAE 10W-30

Flash Point, Cleveland Open Cup, °C, ASTM D92 237

Kinematic Viscosity @ 40 C, mm2/s, ASTM D445 72.4

Kinematic Viscosity @ 100 C, mm2/s, ASTM D445 11.1

Density @ 15.6 C, g/ml, ASTM D4052 0.8634

Property  

 

Health and safety

Health and Safety recommendations for  this  product can be found on the Material  Safety Data Sheet  (MSDS) @ http://www.msds.exxonmobil.com/psims
/psims.aspx
All trademarks used herein are trademarks or registered trademarks of Exxon Mobil Corporation or one of its subsidiaries unless indicated otherwise.
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Typical Properties are typical of those obtained with normal production tolerance and do not constitute a specification. Variations that do not affect product
performance are to be expected during normal manufacture and at different blending locations. The information contained herein is subject to change without
notice. All products may not be available locally. For more information, contact your local ExxonMobil contact or visit www.exxonmobil.com
ExxonMobil is comprised of numerous affiliates and subsidiaries, many with names that include Esso, Mobil, or ExxonMobil. Nothing in this document is
intended  to  override  or  supersede  the  corporate  separateness  of  local  entities.  Responsibility  for  local  action  and  accountability  remains  with  the  local
ExxonMobil-affiliate entities.
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